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Introduction. It should be noted that the study on the problem of the effect of the mass of parts on the vibration-abrasive 
processing is insufficient. In the works of A.P. Babichev and M.A. Tamarkin, the fact of such an effect 1s mentioned, 
but the degree and mechanism of the effect are not disclosed. In the metal removal formulas, only the number of 


interactions leading to microcutting is taken into account. The present work objective is to determine the effect of the 
mass of parts on the metal removal rate under vibroabrasive machining. 

Materials and Methods. An empirical, 1.e., experimental, approach is used. Parts from D16 and 30KhGSA materials which are 
widely used in the aviation industry were selected as samples. To change the mass, holes were drilled in the blanks; lead was 
poured into some samples, and plugs made of the same material as the blanks themselves were clogged into the others. Thus, 
experiments were carried out with solid, hollow, and weighted with lead samples. The working abrasive medium was scrap of 
grinding wheels of 40 x 80 mm, 25 grain size, and of trihedron prisms of 15 x 15 mm, 16 grain size. The experiments made it 
possible to clearly demonstrate the effect of grain size on the removal rate of the workpiece. 

Results. The parameters of the effect of the mass of parts on the removal rate under vibroabrasive processing are 
determined. The results obtained show the removal per unit area. The data are approximated by the least squares 
method with a linear function. A version of its distribution 1s selected using the Fisher statistical criterion. 

Discussion and Conclusion. It is shown how the workpiece mass determines the specific removal rate under the 
vibroabrasive machining. In the future, the database which is used to determine the effect of the work material 
characteristics on the process under consideration should be replenished. This will allow introducing a correction factor 
for the influence of mass in the metal removal formula, which will provide more accurate prediction of metal removal at 
the design stage of technological processes of vibration-abrasive machining. 
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Introduction. Engineering has always faced the task of improving the quality of its products. With advances in 
technology, ways of its solution are improved. This requires methods for predicting the efficiency of finishing 
processes. Vibroabrasive processing provides the required quality parameters along with high productivity, processing 
complex parts, as well as multiple-workpiece machining. In order to solve the issues under consideration, the following 





are being studied: 

- organization and development of processes and methods of affecting the working abrasive medium and the 
object to be processed; 

- development of new media and processing techniques; 

- reduction of energy costs; 

- improving the quality of processing [1]. 

During vibroabrasive treatment, metal and its oxides are removed from the surface due to mutual collisions of 
medium particles and workpieces. This process is provided through vibration of the working chamber, in which the 
workpieces and the medium are located. The camera is mounted on spring supports, so it can vibrate in various 
directions. Oscillations are transferred from an inertial (or other type) vibrator with a frequency of up to 50-100 Hz and 
an amplitude of 0.5—5.0 mm or more [2]. The number of interactions on a unit of surface of the workpiece per unit time 
is of random nature [3-— 10]. 

The study objective is to determine the effect of the mass of parts on the specific removal of metal under the 
vibroabrasive treatment. 
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Materials and Methods. The processing was carried out on a universal vibro-tumbling machine with four 
working chambers with a volume of 10 liters. The analytical balance AD 200 was used for mass measurements. 

The working abrasive medium was scrap of grinding wheels of 4080, grain size 25 [11] (Fig. 1), as well as 
trihedral prisms (TP) of 15x15 mm, grain size 16 (Fig. 2). 
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Fig. 2. Trihedral prisms, grain size 16 


After a rough turning operation, the samples were processed in an environment of trihedral prisms for 10 
minutes to remove burrs and smooth out roughness (Fig. 3). 





Fig. 3. Processed parts from aluminum D16 and steel 30GSA 


Then, processing was carried out in two stages of thirty minutes in the scrap of abrasive wheels. The working 
chamber vibrated with a frequency of 34.7 Hz and fluctuated with amplitude of 2.5 mm under continuous supply of 
process liquid (soda ash solution, 0.2%). The solution removed wear products (particles of metal and abrasive) from the 
surface of parts and the working medium. Then, processing was carried out in a TP medium (also in two stages of thirty 
minutes). 
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Research Results. As a result of the experiments, the desired values of mass m, g, and specific removal rate 
were obtained. Deviations of d from the theoretical model were estimated. The calculated and tabular values of the 
Fisher criterion were considered in comparison (Tables 1-4). 


Table 1 
Resulting data on mass and specific removal of samples from steel 30HGSA in TP environment 


p Discrepancy 8OSTEID | 
Standard deviasoon | _-401462F-06 —| 
Confidence mtonal 95% | _909679E-07 |S 
Aversa 
Right class boundary | —43i22F-O6 
/ Tet class boundary | —-2490856-06 |S 
- Feateulaed «| _——=s2.24885006—— | 
-Frabulated [a t0snossig PS 
/Angularcoeticionta | _293961F-08 |S 
/Freememberb (| —«taT9S6E-06 | 





Table 2 
Resulting data on mass and specific removal of samples from steel 30HGSA 
in wheel-scrap environment 


p Discrepancy 29RD 
/ Standard deviason | _-1s2708-06|SSS 
Confidence imenal 95% | _130868-06 | 
verge | S206 
Bish class boundary | _-6s7a7ar-o6 |S 
164 Tet class boundary | —=S.83954E-06 |S 
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Weight, m, g Removal rate, g/mm? d (deviation) 
F calculated 8.4308727 To 


F tabulated 3.105806516 re 
Angular coefficient a 4.94112E-08 re 
L97T9E-06 | 





Table 3 
Resulting data of mass and specific removal of samples from aluminum D16 in TP environment 


[Discrepancy Sd atTIEID 
Standard deviason | _1368998-06 | 
Confidence mtenal 95% | _140079F-06 | 
Avenged SS nae SSCS 
Right class boundary | —=3.5296-06 | 
Tet class boundary | 72M31E-07 | 
 Feateulaed is 93008 SSCS 
-Frabulated | szaonsssaz 
-Angularcoeticienta | _S738SF-08 | 
pFreememberb (| _—4230638-07 «YS 





Table 4 
Resulting data of mass and specific removal of samples from aluminum D16 
in wheel-scrap environment 


p Discrepancy as 
/ Standard deviason [2 798288-06 |S 
[Confidence imtenal 95% | _287576E-06 | 
averse | 9T6ASE-OS 
Rishi class boundary [‘7852198-06 |S 
ee 
ee 
ee 
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Left class boundary 2.10066E-06 
F calculated 51.65197229 





F tabulated 3.249835542 
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Weight, m, g Removal rate, g/mm* d (deviation) 


Angular coefficient a 1.37487E-07 a 
a 


We approximate the tabular data by a linear dependence using the least-squares method. We take the 





approximating function in the form: y = ax + b. Then the discrepancy (sum of squared deviations) has the form: 
S(a, b) = 3™1(y; — ax; — b)?. In the least-squares method, discrepancy should be minimal. At the minimum point of 
the multivariable function, the partial derivatives of this function with respect to independent parameters are equal to 
zero; therefore, the minimum conditions are: 


as . 
iia 0% — ax; — b)x; = 0, 
t=1 
n 
OS 
aa 22.01 —ax; —b) =0. 
i= 


After transformations, we obtain the following system of two algebraic equations with two unknowns: 
{" Dit, PD Liar ke = Dixy (1) 
adie +bn =D. 

Denote the mass of parts by x, y is the specific removal of workpieces. We approximate the given tabular 
function by a linear dependence. To determine the best parameters a and b by the least-squares method, we solve the 
system (1). We solve the system using the matrix method in Microsoft Excel and obtain the values of a and 5 (see 
Tables 1- 4). 

To check the adequacy of the results, we use the Fisher criterion and tabulate them (see Tab. 1-4). The 
calculated value of the Fisher criterion has the form: 

(Vi pacuer. ~ Yepenuee pacuer.)~ n-t-1 
Moacuer. = . a * X(Vi - Vipacuer.)” 
where ¢ is the number of factors x affecting y; n is the number of observations. 

Through comparing the calculated and tabulated values of the Fisher coefficient (see Tab. 1-4), we see that the 
calculated F significantly exceeds the tabulated F’. Thus, we can conclude that the constructed dependence corresponds 
to the initial data with 95% confidence. 

Substitute the obtained values of a and 5. 

For 30KhGSA samples in the TP environment, y = 2.93961E — 08 x x + 1.47936E — 06, in the wheel-scrap 
environment, y = 4.94112E — 08 xX x + 1.97429E — 06. 

For Dl6samples in the TP environment, y = 5.73851E — 08 xX x + 4.23063E — 07, in the wheel-scrap 
environment, y = 1.37487E — 07 xX x + 9.04509E — 07. 

Graphically, the results are presented in Fig. 4—7. 
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Fig. 4. Graph of dependence on specific removal mass of material of 30HGSA samples processed in TP 
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Fig. 5. Graph of dependence on specific removal mass of material of 30HGSA samples processed in wheel scrap 
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Fig. 6. Graph of dependence on specific removal mass of material of D 16 samples processed in TP 
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Fig. 7. Graph of dependence on specific removal mass of material of D 16 samples processed in wheel scrap 
The graphs show that the specific removal rate varies significantly depending on the environment, as well as 
on the mass and material of the workpieces. 
Conclusion. In analyzing Fig. 4-7, we can conclude that under machining workpieces of a larger mass, 
specific removal rate increases. This is due to changes in the momentum. 
Since the momentum is equal to the product of the mass of the body and its speed, then with an increase in the 
mass of the workpiece, the momentum of the interaction of particles and the workpiece surface increases. With an 


increase in the mass of workpieces twofold, the specific removal rate increases by 1.5—2.2 times. When comparing the 
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values of the angular coefficient a and the free term b between treatments, we can assume that they are affected by the 
parameters of the graininess of the media, as well as the characteristics of the processed material. The results obtained 
allow us to verify the theoretical dependences through introducing a coefficient to determine the impact of mass ratios. 
This will provide more accurate prediction of removal at the design stage of the vibration-abrasive processing. The 
results obtained replenish the database, which is used to determine the effect of the work material characteristics and the 


environment on the process under consideration. 
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